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ULE53000 Series

ULE53000 Series
The OptoElectronix™ ULES53000 series consists of LEDs mounted on a PCB with two terminals for daisy-chaining.
Typical drive current is 300mA. It is direct mountable using screws onto the application surface.

Features

High reliability LEDs

No filaments, vibration proof
Conformal coated components
Easy Installation

Thermal Management

ULE53000 was designed with no additional heat-sink required by using thermal profiling and simulation so that the
LEDs and components are operated significantly below the maximum specification limits, ensuring prolonged life-
span.

Certifications
IESNA LM80-08: LEDs used comply with LM80-08 standards
RoHS: Compliant
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Product Specifications
ULE531VW K65C80L400
Input Voltage DC volts 12
Input Current (typical) Amps 0.3
Total Power (typical) watts 3.6
Luminous Flux @ 300mA lumens 400
Color Temperature °K 6500
Color Rendering Index (CRI) min 80
Luminous Efficacy @ 300mA Im/watts 115
Beam Angle (typical) degrees 120
Daisy-chain Yes
This model is a direct replacement for Helmer S/N 400804-1
Environmental Specifications
Operating Temperature -20°C to 50°C
Thermal Management Self Cooled, no additional heat sinking required
Lumens Maintenance at L70 >50,000 hours
Warranty 50,000 hours or 5 years whichever comes first

OptoElectronix is the leader in The Art of LEDs — the conception, design, and manufacture of cutting-edge, standard, highly efficient LED-based lighting.

www.optoelectronix.com

OptoElectronix, Inc. San Jose, California, USA

Rev0 20Aug2019 2



OPTO

electronix

The Art of LEDs ™

ULE53000 Series Data Sheet
902-00095(0)
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Connectors
Connector used:

MTA 100, Header Assy, Friction Lock, Notched, 0.25 Square Right Angle Post,Tin Plated.
Part Number from TE is 640457-2 or equivalent from other manufacturers.
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