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ULE61000 Series 

                     SP01 Version                                                                                               SP02 Version 

ULE61000 Light Strip 
The OptoElectronixTM ULE61000 Light Strip is a flexible light strip with light emitting off one side of the strip. It 
consists of side-emitting LEDs mounted flexible printed circuit board and robustly encased in transparent plastic 
for water resistance and ease of handling. 
Typically mounting is achieved using the adhesive backing on the strip, but other customized mounting can be 
design in. It can be used as a light source in a variety of applications like back lighting, cabinet lighting, machine 
lighting, etc. 

Features 

 Side emitting light beam 

 Robust construction for easy installation 

 Adhesive tape mount 

 Low profile <0.110” (2.8mm) thick 

 Colors can be customized 

Certifications  

RoHS: Compliant 

Ingress Protection: IP65 

Operating Conditions 
The ULE61000 is designed for 12V DC operation. Other working voltages can be customized. 
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Product Specifications 

ULE611VW SP01 K42C80L100

Input Voltage DC volts  12 

Total Power (typical) watts 2.0 

Luminous Flux  lumens 100 

Luminous Flux (per length) lm per foot 60 

CCT oK 4200 

Color Rendering Index (CRI) 80 

Beam Angle degrees 120 
45Strip Length inches 19.7 

Input Connection 6 inches Black & Red 20AWG wires 

Mounting method Adhesive tape mount 

ULE611VW SP02 K40C80L1000

Input Voltage DC volts  12 

Total Power (typical) watts 11 

Luminous Flux (side emission ) lumens 500 

Luminous Flux (per length) lm per foot 300 

CCT oK 4000 

Color Rendering Index (CRI) 80 

Beam Angle degrees 120 
45Strip Length inches 19.7 

Input Connection 6 inches Black & Red 20AWG wires 

Mounting method Adhesive tape mount 

Environmental Specifications

Operating Temperature -20oC to +50oC 

Thermal Management Self Cooled, no additional heat sinking required 

Lumens Maintenance at L70 >35,000 hours (per LM80/TM21) 

Warranty 35,000 hours or 5 years whichever comes first
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Mechanicals 
[inches] 
   mm 

ULE611VW SP01 K42C80L100

ULE611VW SP02 K42C80L1000 


